








WATTS REGULATOR
Temperature Control Valves
Series 1170 - Union Thread

Mixes hot and cold water to reduce hot water temperature in domestic hot water systems. Double throttling design controls hot and cold
water providing sensitive response to changes in water temperature. Reduces water flow to trickle upon loss of cold water supply. 100°F
to 180°F operating temperature, not to exceed 225°F maximum at inlet. 150 psi maximum pressure.
Compliances: ASSE 1017 Listed.

No. Size In. End-to-End In. Ht. In. Centerline-to-Bottom In. Material

1170-UT-1/2 053656 1⁄2 4 53⁄8 21⁄2 Bronze
1170-UT-3/4 042628 3⁄4 51⁄8 55⁄8 31⁄4 Brass
1170-UT-1 036091 1 51⁄8 53⁄4 31⁄4 Brass

WATTS REGULATOR
Water Expansion Tanks
Series DET-M1

Control thermal expansion in potable hot water supply sys-
tems and water heaters. Absorb increased volume of water
generated by hot water heating source, keeping system

pressure below T&P relief valve setting. Use with direct-fired water heaters
and hot water storage tanks. Prepressurized steel tank with expansion
membrane to prevent air/water contact. Butyl diaphragm. 150 psi maxi-
mum pressure. 40 psi air precharge. 200°F maximum temperature.
In-line or free-standing.
Compliances: ANSI/NSF61 Compliant; IAPMO Compliant.

No. Cap.
Gal.

Conn.
Size In.

Dia.
In.

Lgth.
In.

Wt.
Lb.

DET-5-M1 019926 2.1 3⁄4 Male 8.5 11.5 7
DET-12-M1 019927 4.5 3⁄4 Male 10.0 15.0 10
DET-20-M1 019929 8.5 3⁄4 Male 12.5 19.2 15
DET-35-M1 062401 14.0 1 Female 16.0 21.7 32

WATTS REGULATOR
Water Expansion Tanks
Series DETA

For commercial and industrial potable hot water applications.
Absorb increased volume of hot water, keeping system pressure

below relief valve setting. Fixed butyl bladder precharged expansion tank.
Carbon steel shell. Stainless steel system connection. 150 psi maximum
pressure. 40 psi air precharge. 240°F maximum temperature.
Compliances: ASME Section VIII Compliant; FDA Approved.

No. Cap.
Gal.

Dia.
In.

Ht.
In.

Conn.
Size In.

Wt.
Lb.

DETA-12 062229 5 10 14 3⁄4 28
DETA-20 062230 8 12 20 3⁄4 34

WATTS REGULATOR
Water Expansion Tanks
Series ET - NPTM

Control thermal expansion of nonpotable hot water in closed
loop heating applications. 60 psi maximum pressure. 240°F
maximum temperature.

No. Cap.
Gal.

Dia.
In.

Ht.
In.

Conn.
Size In.

Wt.
Lb.

ET-15 014037 2.1 713⁄16 1113⁄16 1⁄2 5.0
ET-30 014038 4.7 105⁄8 15 1⁄2 8.0
ET-60 020806 6.6 123⁄16 15 1⁄2 14.0
ET-90 021580 13.0 15 211⁄8 3⁄4 26.5

WATTS REGULATOR
Water Expansion Tanks
Series ETA

Absorb expansion forces and control pressure in heating and
cooling systems. Fixed heavy-duty butyl bladder type pre-
charged expansion tank. Carbon steel shell. Primer-coated
external. 150 psi maximum pressure. 12 psi air precharge.
240°F maximum temperature.
Compliances: ASME Section VIII Compliant.

No. Cap.
Gal.

Dia.
In.

Ht.
In.

Conn.
Size In.

Wt.
Lb.

ETA-60 019928 35 16 45 1 97

WATTS REGULATOR
Cast Iron Air Scoops
Series AS - NPTF

Separate air from water in hydronic heating systems. 1⁄2″
tapping for fill valve piping. 1⁄8″ female threaded connection for float vent.
1⁄2″ female threaded connection for expansion tank. 125 psi maximum
pressure. 275°F maximum temperature.

No. Size In.

AS-1 014042 1
AS-1-1/4 014043 11⁄4
AS-1-1/2 014044 11⁄2
AS-2 054225 2

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 1A - Radiator - Air - Nonvacuum - NPT Angle

Float-type vent. Adjustable port; 6 port settings from slow (1)
to fast (6). 11⁄2 psig maximum operating pressure.

No. NPT Size In.

401422 013836 1⁄8
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ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 4 - Quick Valve - MNPT Straight Shank

Thermostatic air vent. For steam systems and process equip-
ment. Operate on temperature change only. Won’t close
against water. 25 psig maximum operating pressure.

No. FNPT Size In. MNPT Size In. Ht. In. Wdth. In.

401416 013850 1⁄2 3⁄4 25⁄8 11⁄2

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 4A - Air - Nonvacuum - MNPT Straight Shank

Float-type thermostatic vent. For residential or small one-pipe or
two-pipe systems. Single, nonadjustable port. 2 psig maximum
operating pressure.

No. FNPT Size In. MNPT Size In. Ht. In. Wdth. In.

401413 013843 1⁄2 3⁄4 313⁄16 11⁄2

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 40 - Radiator - Air - Nonvacuum - NPT Angle

Float-type vent. For one-pipe system not requiring propor-
tional venting. Single, nonadjustable port. 6 psig maxi-
mum operating pressure.

No. NPT Size In.

401440 013838 1⁄8

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 70A - Radiator - Air - Nonvacuum - NPT Angle

Float-type vent. Single, nonadjustable port. 11 psig maxi-
mum operating pressure.
Compliances: Fed. Spec. WW-V-151 Compliant.

No. NPT Size In.

401443 013840 1⁄8

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 74 - Air - MNPT Straight Shank

Steam heater unit. Float-type thermostatic vent. Single, nonadjust-
able port. 35 psig maximum operating pressure.

No. FNPT Size In. MNPT Size In. Ht. In. Wdth. In.

401428 013849 1⁄2 3⁄4 61⁄8 21⁄2

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 75 - Air - Nonvacuum - MNPT Straight Shank

Float-type thermostatic vent. For medium or large systems. Single,
nonadjustable port. 3 psig maximum operating pressure.

No. FNPT Size In. MNPT Size In. Ht. In. Wdth. In.

401434 013844 1⁄2 3⁄4 53⁄4 21⁄2

ITT HOFFMAN SPECIALTY
Steam Vent Valves
Model 76 - Vacuum - MNPT Straight Shank

Float-type thermostatic vent. For medium or large one-pipe
vacuum systems. Single, nonadjustable port. 3 psig maximum
operating pressure.

No. FNPT Size In. MNPT Size In. Ht. In. Wdth. In.

401431 013845 1⁄2 3⁄4 61⁄2 21⁄2

ITT HOFFMAN SPECIALTY
Water Vent Valves
Model 78 - NPT Straight Shank

For use on high pressure hot or cold water mains, glycol mains
and process applications with specific gravity greater than 0.7.
Cast brass body. Tapped on top for 1⁄8″ NPT safety drain connec-
tion. Body unscrews for cleaning. Built-in check valve. 150 psig
maximum operating pressure; 250°F maximum temperature.

No. NPT Size In.

401485 013846 3⁄4

ITT HOFFMAN SPECIALTY
Water Vent Valves
Model 79 - NPT Straight Shank

For use on high pressure hot or cold water mains, glycol mains and
process applications with specific gravity greater than 0.7. Tapped
on top for 1⁄8″ NPT safety drain connection. Removable top. Built-in
check valve. 75 psig maximum operating pressure; 250°F maxi-
mum temperature.

No. FNPT Size In. MNPT Size In.

401488 013847 1⁄2 3⁄4

ITT HOFFMAN SPECIALTY
Vacuum Breakers
Model 62 - NPT Straight Shank

For use on piping systems and closed vessels. Adjustable from
1⁄4″ to 20″ Hg vacuum; factory set at 2″ Hg vacuum. 150 psig
maximum operating pressure; 366°F maximum temperature.

No. NPT Size In.

401446 013851 3⁄4
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DOLE HEATING & PLUMBING
Faucet Regulators
Dole®

For lavatory fixture water management and energy conserva-
tion. Straight pipe threads. Tamper-resistant. Self-cleaning. De-
signed to deliver constant volume of water flow output over wide

pressure drop range. Flexible orifice controlling mechanism. Installed at
faucet shank. Nickel-plated.

No. Flow Rate gpm Inlet Size In. Outlet Size In.

FMC-1.50 014212 1.5 1⁄2 MNPS 1⁄2 FNPS
FMC-2.00 014213 2.0 1⁄2 MNPS 1⁄2 FNPS

DOLE HEATING & PLUMBING
Steam Vents
Dole® - Vari-Vent - Angle Connection

For automatically fired gravity steam systems including tube and
ceiling radiators. Adjustable to balance steam distribution.
Corrosion-resistant material. Positive shut-off. Decorative plated
finish.

No. Conn. Size In. Max. psi

1A 014217 1⁄8 15

DOLE HEATING & PLUMBING
Air Valves
Dole® - Series 1933 - Straight Shank Connection

For general use on gravity steam systems including convectors,
pipe coils and ceiling radiators. Design minimizes ″spitting.″
Corrosion-resistant material. Positive shut-off. Decorative plated
finish.

No. Conn. Size In. Max. psi

1933-SS-1/8 014226 1⁄8 15
1933-SS-1/4 014227 1⁄4 15
1933-SS-3/4 (1) 014228 3⁄4 x 1⁄2 15

(1) 3⁄4″ male x 1⁄2″ female

DOLE HEATING & PLUMBING
Air Valves
Dole® - Series 1933 - Angle Connection

For general use on gravity steam systems including tube and
ceiling radiators. Design minimizes ″spitting.″ Corrosion-
resistant material.Positive shut-off. Decorative plated finish.

No. Conn. Size In. Max. psi

1933-ANGLE 014222 1⁄8 15

DOLE HEATING & PLUMBING
Steam Quick Vents
Dole®

For drips, short and long mains, large unit heaters.

No. Conn. Size In. Max. psi

5 014229 3⁄4 Male x 1⁄2 Female 15

DOLE HEATING & PLUMBING
Air Valves
Dole® - Disc Type - Hygroscopic

For tube and ceiling radiators, convectors, baseboards.
Manual shut-off. Manual and automatic venting.

No. Conn. Size In. Max. psi

20SR 014234 1⁄8 30

DOLE HEATING & PLUMBING
Key Air Valves
Dole® - Manual Air Vent

For radiators.

No. Conn. Size In. Max. psi

10 014240 1⁄8 NPT 150

DOLE HEATING & PLUMBING
Vent Keys
Dole®

No. Desc.

10-4 014241 Key for No. 10 Manual Air Vent

DOLE HEATING & PLUMBING
Key Air Valve Assemblies
Dole® - Manual Vent

For convectors. Vent outlet is outside enclosure.
20″L x 3⁄16″ OD tubing.

No. Conn. Size In. Max. psi

14 014245 1⁄8 NPT 150

DOLE HEATING & PLUMBING
Coin Air Valves
Dole® - Manual Air Vent

For radiators.

No. Conn. Size In. Max. psi

9 014242 1⁄8 NPT 150
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DOLE HEATING & PLUMBING
Coin Air Valve Assemblies
Dole® - Manual Vent

Vent outlet is outside enclosure. 20″L x 3⁄16″ OD tubing.

No. Conn. Size In. Max. psi

14A 014244 1⁄8 NPT 150

DOLE HEATING & PLUMBING
Zone Valve Upper Assembly Repair Kits
Dole® - Model HM4-A

Include switch and heat motor. Factory calibrated.

No. Desc.

ZVS-1 014248 Upper Assembly
ZVS-1C 014247 Heat Motor

DANFOSS
Radiator Valve Bodies
RA2000 - NPT - Angle

For cold water/hot water or low pressure steam.

No. Size In.

013G8014 044439 1⁄2
013G8019 044442 3⁄4
013G8031 044447 11⁄4

DANFOSS
Angle Valve Bodies
RA2000 - Side Mount - NPT

For cold water/hot water or low pressure steam.

No. Size In.

013G8013 044438 1⁄2
013G8018 044441 3⁄4

DANFOSS
Radiator Valve Bodies
RA2000 - NPT - Straight

For cold water/hot water or low pressure steam.

No. Size In.

013G8015 044440 1⁄2
013G8020 044443 3⁄4
013G8025 044446 1

DANFOSS
Radiator Valve Adapters
Allow RA2000 operators to fit RAV, RAV-O and VMT
valves.

No. Desc.

013G8070 044448 RAV to RA2000 Adapter

DANFOSS
Thermostatic Operators
RA2000

No. Desc. Design

013G8250 044449 Built-In Valve Mounted Sensor & Dial
013G8252 044450 Remote 6’ Capillary Tube Valve Mounted Dial & Remote Sensor
013G8562 044452 Wall Mount w/6’ Capillary Tube Combined Remote-Mounted Sensor & Dial
013G8564 044451 2 x 6’ Capillary Tube Separate Remove-Mounted Sensor & Dial
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MCDONNELL & MILLER
Low Water Cut-Offs
GuardDog® - Series PS-850 - Electronic

For commercial, residential and industrial hot water boilers. Red low water and shorted probe LED. Green power and test LED. No lock
out with loss of power when probe is in water. No blow down of control required when mounted directly into boiler tappings. Test button.
1.7 VA power consumption. 160 psi maximum water pressure. 120°F maximum ambient temperature. 250°F maximum water
temperature.

No. Desc. Model No. Volts Wt. Lb.

153895 053156 Low Water Cut-Off PS-851-120 120 2.7
153896 064301 Low Water Cut-Off w/Manual Reset PS-851-M-120 120 2.7

MCDONNELL & MILLER
Low Water Cut-Offs
Series PS-800 - Electronic

For commercial and residential steam boilers. Red low
water and shorted probe LED. Green power and test LED.
15 second Delay on Make (DOM); 10 second Delay on

Break (DOB). No lock out with loss of power when probe is in water. No
blow down of control required when mounted directly into boiler tappings.
Test button. 1.7 VA power consumption. 15 psi maximum steam pressure.
120°F maximum ambient temperature. 250°F maximum water tempera-
ture.

No. Desc. Model No. Volts Wt. Lb.

153917 021852 Low Water Cut-Off PS-802-24 24 2.7

MCDONNELL & MILLER
Low Water Cut-Offs
GuardDog® - Series RB-24 - Electronic

For residential hot water boilers. Red low water indicating
LED. Green power on indicating LED. Automatic reset resumes operation
after power outage when probe is in water. Solid state operation. 3⁄4″ NPT.
2.5 VA power consumption. 50 psi maximum water pressure. 120°F
maximum ambient temperature. 250°F maximum water temperature. 3’
harness cable included.

No. Desc. Model No. Volts Wt. Lb.

144685 064683 Low Water Cut-Off RB-24 24 0.7

MCDONNELL & MILLER
Low Water Cut-Offs
Series 61 - Mechanical

For residential and commerical low pressure steam boil-
ers of any steam capacity.Dual precision switches for operation of low
water cut-off and alarm or electric water feeder. Packless bellows. 1″ NPT
equalizing pipe and blow down valve required. 20 psi maximum steam
pressure.

No. Desc. Model No. Wt. Lb.

140100 014168 Low Water Cut-Off 61 13.5

MCDONNELL & MILLER
Low Water Cut-Offs
Series 63 - Mechanical

For residential, commerical and industrial applications. For
steam and hot water boilers. Heavy-duty. With No. 2 switch.
50 psi maximum boiler pressure. Use with TC-4 hot water
systems.

No. Desc. Model No. Wt. Lb.

142400 014169 Low Water Cut-Off 63 13.5

MCDONNELL & MILLER
Low Water Cut-Offs
Series 67 - Mechanical

For residential and commerical steam boilers of any steaming
capacity. Quick hook-up fittings. Lever-operated full port ball
valve for blow down. Dual precision switches for operation of
low water cut-off and alarm or electric water feeder. Large float
chamber. 20 psi maximum steam pressure.

No. Desc. Model No. Wt. Lb.

149400 014167 Low Water Cut-Off 67 10

MCDONNELL & MILLER
Low Water Cut-Offs
Series 69 - Built-In - NPT

For residential and commercial use, low pressure steam boilers with any
steaming capacity. Packless bellows. Adjustable BX outlet. 21⁄2″ NPT. Dual
precision switches for low water cut-off and alarm. 20 psi maximum steam
pressure.

No. Desc. Model No. Insertion Lgth. In.

153900 014174 Low Water Cut-Off 69 41⁄8

MCDONNELL & MILLER
Low Water Cut-Off/Pump Controllers
Series 150 - Mercury Switch - Manual Reset

For commercial and industrial use, high or low pressure
boilers with any steaming capacity. Corrosion resistant
monel bellows. SPST for pump control. SPDT for low water
cut-off and alarm fuction. 150 psi maximum pressure.

No. Desc. Model No. Wt. Lb.

172700 014171 Combination Low Water
Cut-Off/ Pump Controller

150-M 24.7
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MCDONNELL & MILLER
Low Water Cut-Off/Pump Controllers
Series 150S - Snap Action Switch - Mechanical

For commercial and industrial high or low pressure boil-
ers of any steam capacity. SPST for pump control. SPDT
for low water cut-off and alarm fuction. 150 psi maxi-
mum pressure.

No. Desc. Model No. Wt. Lb.

171702 014170 Combination Low
Water Cut-Off/
Pump Controller

150S 24.7

MCDONNELL & MILLER
Low Water Cut-Off/Pump Controllers
Series 157 - Mercury Switch - Water Column

For residential, commercial and industrial use, high or low
pressure boilers with any steam capacity. Corrosion resis-
tant monel bellows. Float chamber with integral water
column. SPST for pump control. SPDT for low water cut-off
and alarm fuction. 150 psi maximum pressure.

No. Desc. Model No. Wt. Lb.

173500 014172 150 Low Water
Cut-Off w/
Water Column

157 39.7

MCDONNELL & MILLER
Water Feeders
Series WF Uni-Match® - Electric

For low pressure steam boilers with cold water feed. Three-
position slide switch. Field adaptable feed rate of 1, 2 or 4
gpm. Electronic operation for cycle-to-cycle repeatability.
Use with mechanical or electronic low water cut-off controls.

Manual feed button. Include 3⁄8″ NPT thread x 1⁄2″ tubing adapters for
quick installation with 1⁄2″ copper tubing. Strainer included. 150 psi
maximum water pressure. 15 psi maximum boiler pressure. 120°F maxi-
mum water temperature. 100°F maximum ambient temperature. 15 VA
maximum power consumption during water feed only.

No. Volts Model No. Wt. Lb.

169550 021892 24 WF-2-U-24 2.8

MCDONNELL & MILLER
Water Feeders
Series 101-A - Electric

For low pressure steam boilers with cold water feed. Elimi-
nate need to manually add water. Use with mechanical or
electronic low water cut-off controls. Quick-change re-
placeable cartridge valve and strainer. Manual feed but-

ton. 150 psi maximum water supply pressure. 25 psi maximum boiler
pressure. 120°F maximum inlet water temperature. 40 VA maximum
power consumption.

No. Volts Model No. Wt. Lb.

169400 (1) 014162 120 101A 2.8
169500 014163 24 101A-24V 2.8

(1) 120 V AC solenoid

MCDONNELL & MILLER
Water Feeders/Low Water Cutoffs
Series 47-2 - Mechanical

For steam and hot water boilers with cold water feed.
Proportional feed action. Quick hook-up fittings. Quick-
change replaceable cartridge valve and strainer. With No. 2

switch to add low water cut-off function. 150 psi maximum water supply
pressure. 25 psi maximum boiler pressure. 120°F maximum inlet water
temperature.

No. Desc. Model No. Wt. Lb.

132800 014159 Combination Low
Water Cut-Off/
Water Feeder

47-2 28.5

MCDONNELL & MILLER
Water Feeders/Low Water Cutoffs
Series 51-2 - Mechanical

For low pressure steam and hot water boilers larger than
5,000 sq. ft. capacity with cold water feed. Proportional feed
action. Quick-change replaceable cartridge valve and

strainer. With No. 2 switch to add low water cut-off function. 150 psi
maximum water supply pressure. 35 psi maximum vessel pressure. 120°F
maximum inlet water temperature.

No. Desc. Model No. Wt. Lb.

135000 014161 Combination Low
Water Cut-Off/
Water Feeder

51-2 35.8

MCDONNELL & MILLER
Water Feeders
Series 21 - Make-Up

For boiler receiver tanks. Direct mounting eliminates
need for equalizing connections. Mounting flange with

six 7⁄16″ bolt holes on 53⁄4″ bolt circle. Proportional feed action. Positive seal
with soft seat. 150 psi maximum water supply pressure. 35 psi maximum
vessel pressure. 120°F maximum inlet water temperature.

No. Desc. Model No. Wt. Lb.

126400 014165 Make-Up Water Feeder 21 15.3

MCDONNELL & MILLER
Water Feeders
Series 25-A - Make-Up

For boiler receiver tanks. Float operated. Proportional
feed action. Positive seal with soft seat. Seal between valve
chamber and float chamber is not positive seal. 100 psi
maximum water supply pressure. 35 psi maximum vessel
pressure. 120°F maximum inlet water temperature.

No. Desc. Model No. Wt. Lb.

126800 014164 Make-Up Water Feeder 25-A 37.5
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MCDONNELL & MILLER
Liquid Flow Switches
Series FS4-3 - General Purpose - NPT

Starts or stops electrically operated equipment, such as,
signal lights, alarms, motors, automatic burners, metering
devices, and other equipment. Hardened stainless steel bear-

ings and sealed monel bellows. SPDT snap action. 1″ NPT. Include (4)
stainless steel paddles: 1″, 2″, 3″ and 6″. 160 psi maximum press. 32°F
minimum temp. 300° maximum temp.

No. Desc. Model No. Wt. Lb.

114400 014179 Liquid Flow Switch FS4-3 1.9

MCDONNELL & MILLER
Liquid Flow Switches
Series FS6-1 - General Purpose - High Sensitivity
NPT

For moderate or low flow rates, such as, air conditioning,
heating and hydronic systems, water, fuel oil, some viscous liquids and oil
in process work. In-line design. Sealed switch compartment. Sensitivity
adjustment screw. SPDT snap action. 1⁄2″ NPT. 100 psi maximum press.
32°F minimum temp. 225° maximum temp.

No. Desc. Model No. Wt. Lb.

115600 014178 Liquid Flow Switch FS6-1 3.0

MCDONNELL & MILLER
Pressure Relief Valves
Series 250 - NPT

For tanks and hydronic heating systems. Minimizes hammer-
ing with flash steam. Low differential pressure with 3 psi
between opening and closing. Bronze body and seat. EPDM

rubber diaphragm and seat disc. 30-125 psig maximum operating
pressure. 250°F maximum temperature.

No. Model No. Size In. psi

181225 044483 250-3/4IN-30 3⁄4 30
181925 044484 250-1IN-30 1 30

MCDONNELL & MILLER
Pressure Relief Valves
Series 260 - NPT

For water tanks and hydronic heating systems. Minimizes ham-
mering with flash steam. Low differential pressure with 3 psi
between opening and closing. Sealed spring chamber prevents

sediment or scale build-up around seal. Cast iron body and brass seat. 30
psig maximum operating pressure. 250°F maximum temperature.

No. Model No. Inlet
Size In.

Outlet
Size In. psi

182625 044485 260-11⁄2IN-30 11⁄2 2 30

A.Y. MCDONALD
Steam Stops
9802 - Square Head Plug - w/o Check

150 psi. Constructed from heavy-duty cast brass or iron. FIP thread inlet and outlet. Tapered plug designed with lubricant for effective seal
in high temperature.
Warnings: Not intended for liquid matter or natural gas.

No. Size In. End-to-End In. Centerline-to-Top In. Centerline-to-Bottom In.

9802-1/4 009208 1⁄4 1.812 1.313 1.188

A.Y. MCDONALD
Bronze Steam Stops
9702 - Square Head Plug - w/o Check

125-150 psi. FIP thread inlet and outlet. Tapered plug design with lubricant for effective seal at high temperature. For use in steam piping.
Warnings: Not intended for liquid matter or natural gas.

No. Size In. End-to-End Centerline-to-Top Centerline-to-Bottom

9702-3/8 009209 3⁄8 1.812 1.391 1.188
9702-1/2 009210 1⁄2 2.126 1.453 1.297
9702-3/4 009211 3⁄4 2.376 1.688 1.453
9702-1 009212 1 3.000 2.156 1.938
9702-1-1/4 009213 1 1⁄4 3.250 2.359 2.031
9702-1-1/2 009214 1 1⁄4 4.000 2.688 2.344
9702-2 009215 2 5.062 3.203 2.922
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A.Y. MCDONALD
Bronze Gas Valves
10598 - Lever Handle w/Check - Low Pressure - Plug Style

2 psig. Brass body, check on top. Manually operated for natural or propane gas, indoor house piping systems between meter outlet and
inlet connection. FIP thread inlet and outlet. Temperature, 32°F to 125°F.
Warnings: Do not tamper with bottom nut.
Size 1/2″ and 3/4″. 5 psig. Check on bottom.

No. Size In. End-to-End In. Centerline-to-Top In. Centerline-to-Bottom In.

10598-1/4 009238 1⁄4 1.688 1.078 0.984
10598-3/8 009239 3⁄8 1.626 1.078 0.984
10598-1/2 009240 1⁄2 2.000 1.391 1.266
10598-3/4 009241 3⁄4 2.312 1.531 1.391
10598-1 009242 1 2.750 1.813 1.563
10598-1-1/4 009243 1 1⁄4 3.218 2.125 1.938
10598-1-1/2 009244 1 1⁄2 3.376 2.406 2.094
10598-2 009245 2 4.376 2.875 2.375

A.Y. MCDONALD
Bronze Gas Valves
10604 - Square Head w/Check - Low Pressure - Plug Style

2 psig. Brass body, check on top. Manually operated for natural or propane gas, indoor house piping systems between meter outlet and
inlet connection. FIP thread inlet and outlet. Temperature, 32°F to 125°F.
Warnings: Do not tamper with bottom nut. Compliances: CSA Certified; AGA Compliant.

Size 1/2″ and 3/4″. 5 psig. Check on bottom.

No. Size In. End-to-End In. Centerline-to-Top In. Center-to-Bottom In.

10604-1/2 009248 1⁄2 2.000 1.297 1.266
10604-3/4 009249 3⁄4 2.312 1.594 1.391
10604-1 009250 1 2.750 1.781 1.563
10604-1-1/4 009251 1 1⁄4 3.218 2.063 1.938
10604-1-1/2 009252 1 1⁄2 3.376 2.250 2.094
10604-2 009253 2 4.376 2.563 2.313

A.Y. MCDONALD
Brass Radiator Valves
4431T - Steam/Water - Angle - Rising Stem

15 psi WSP; 60 psi circulated hot water. FIP thread inlet. Male union outlet. Teflon packing. Phenolic resin handwheel. Aluminum
nameplate. Buna-N seat. 2.26″ handle diameter.
Compliances: ASTM C85700 Compliant. ASTM B16-C36000 Compliant.

No. Size In. Centerline-to-Handle Top In. Inlet Centerline-to-End In.

4431T-1/2 008260 1⁄2 2.96 2.26
4431T-3/4 008261 3⁄4 3.16 2.54
4431T-1 008262 1 3.55 2.85
4431T-1-1/4 008263 1 1⁄4 3.98 3.20
4431T-1-1/2 008264 1 1⁄2 4.41 3.59

A.Y. MCDONALD
Bronze Radiator Valves
4435T - Steam - Gate - Straight - Nonrising Stem

15 psi WSP; 60 psi WOG nonshock. Heavy-duty. FIP thread inlet. Male union outlet. Teflon packing. Plastic handwheel. Steel screw.
Aluminum nameplate.
Compliances: ASTM B584-C84400 Compliant. ASTM B16-C36000 Compliant.

No. Size In. End-to-End In. Centerline-to-Handle Top In.

4435T-3/4 008267 3⁄4 3.54 3.59
4435T-1 008268 1 3.95 4.10
4435T-1-1/4 008269 1 1⁄4 4.44 4.65
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A.Y. MCDONALD
Brass Radiator Valves
4437T - Hot Water - Angle

60 psi. Heavy-duty. Copper sweat inlet. Male union outlet. For gravity systems. Hole drilled in seat for hot water use. 2.26″ handle
diameter.

No. Size In. Centerline-to-Handle In. Inlet Centerline-to-End In.

4437T-1/2 008270 1⁄2 2.96 2.26
4437T-3/4 008271 3⁄4 3.16 2.54
4437T-1 008272 1 3.55 2.85
4437T-1-1/4 008273 1 1⁄4 3.98 3.20

A.Y. MCDONALD
Brass Circulator Valves
4423S - Angle - Rising Stem

60 psi hot water. Heavy-duty casting. Composition discs.
FIP thread inlet. Male union outlet.

No. Size In.

4423S-3/4 008276 3⁄4

A.Y. MCDONALD
Brass Union Ells
4438T

15 psi WSP; 60 psi hot water nonshock. Heavy-duty
casting. FIP thread inlet. Male union outlet.
Compliances: ASTM B584-C85700 Compliant.

No. Size In.

4438T-1/2 008280 1⁄2
4438T-3/4 008281 3⁄4
4438T-1 008282 1
4438T-1-1/4 008283 1 1⁄4

A.Y. MCDONALD
Brass Union Ells
4438S

15 psi WSP; 60 psi hot water nonshock. Heavy-duty
casting. Copper sweat inlet. Male union outlet.
Compliances: ASTM B584-C85700 Compliant.

No. Size In.

4438S-3/4 008287 3⁄4

Have an idea
how we can serve you better?

Please call us. At Columbia Pipe,
we strive for continuous

improvement.

MAXITROL
Gas Pressure Regulators
Series 325 - Lever Acting Design

High performance for gas appliances. Pounds to inch regulator. Nitrile rubber self-aligning valve for dead end lockup. Aluminum die
cast housing. Synthetic rubber compound diaphragm. Corrosion-resistant construction. Can be used as single stage or as first stage on
two-stage system. Can be used for both 2 psi and 5 psi flexible tubing house piping systems. Precise regulation from pilot flows to full

regulator capacity. Suitable for multi-poise mounting. For use with all fuel gases.

Compliances: CSA Certified.

No. Size In. Swing Radius In. Max. Inlet Lb. Output In.

325-3-1/2X1/2 020173 1⁄2 x 1⁄2 3 10 4 to 12
325-5A-1/2X1/2 020174 1⁄2 x 1⁄2 47⁄8 10 4 to 12
325-5A-3/4X3/4 020175 3⁄4 x 3⁄4 47⁄8 10 4 to 12
325-5A-1X1 020176 1 x 1 47⁄8 10 4 to 12
325-7-1-1/4X1-1/4 036019 11⁄4 x 11⁄4 61⁄8 10 4 to 12
325-7-1-1/2X1-1/2 036020 11⁄2 x 11⁄2 61⁄8 10 4 to 12
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MAXITROL
Gas Pressure Regulators
Series RV - Straight-Thru-Flow-Design

For gas appliances. High pressure drop capacity. Tapped with NPT vent bosses. Teflon® coated internal conical valve. Permits reduction in
manifold size. Provides regulation at inlet pressures as low as 3″ w.c. Main burner only, nonlock-up type. Use where downstream controls
can operate at line pressure. Cast aluminum housing. Synthetic coated fabric diaphragm. Suitable for multi-poise mounting. For use with
all fuel gases. Compliances: CSA Certified.

No. Size In. Vent Tap NPT Size In. Max. Inlet Lb. Output In.

RV52-3/4 014500 3⁄4 x 3⁄4 1⁄8 1⁄2 3-6
RV53-1 014501 1 x 1 1⁄8 1⁄2 3-6
RV61-1-1/4 014502 11⁄4 1⁄8 1 3-6

MAXITROL
Vent Limiting Means
For LP and natural gas. Ball check permits free inhalation for
fast regulator. Horizontal upright position mount.
Compliances: CSA Certified; ANSI Compliant.

Vent Limiting Mean - 12A39 (shown).

No. NPT Size In. Color

12A09 044573 1⁄8 Green
12A39 062567 3⁄8 Brass

Need a product
in a hurry? Call us now!

CONBRACO INDUSTRIES/APOLLO
Bronze Gas Valves
Series 50 - Manual - FNPT Ends

Stainless steel springs. Equal female inlet/outlet. Factory
tested 100% at 10 psig. Clockwise. CSA rated for 1⁄2″ psi

and temperatures from 32°F to 125°F. 1⁄8 NPT pilot tapping.
Compliances: ANSI Z 21.15 Compliant; CGA 9.1-M97 Compliant.

No. Size In. Btu/h

50-203-02 014504 1⁄2 800,000
50-303-02 014505 3⁄4 1,310,000
50-403-02 014506 1 2,100,000
50-503-02 014507 11⁄4 3,250,000
50-603-02 014508 11⁄2 3,700,000
50-703-02 014509 2 7,300,000

CONBRACO INDUSTRIES/APOLLO
Bronze Safety Valves
Series 12-200 - 15 psig - Low Pressure

Use on medium and large industrial and commercial steam heating and processing boilers. PTFE coated O-ring seat seal. 3⁄8″ NPT side
tapping for drain. National Board capacity certified at 15 psig top guide, rustproof steel spring.

No. Inlet NPT In. Outlet NPT In. End-to-End In. Cap. Lb./Hr.

12-205-08 009164 2 2 6 2500
12-206-08 009165 21⁄2 21⁄2 81⁄2 3529
12-208-08 009166 3 3 91⁄2 4100

CONBRACO INDUSTRIES/APOLLO
Low Pressure Steam Safety Valves
Series 13 - MNPT x FNPT

Flat seat, PTFE faced disc. Standard set pressure 15 psig for steam. Brass.

No. Inlet NPT In. Outlet NPT In. End-to-End In. Cap. Lb./Hr.

13-211-08 009160 3⁄4 M 3⁄4 F 311⁄16 475
13-202-08 009161 1 M 1 F 37⁄8 643
13-213-08 009162 11⁄4 M 11⁄2 F 41⁄2 1200
13-214-08 009163 11⁄2 M 2 F 51⁄4 1900
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CONBRACO INDUSTRIES/APOLLO
Water Gauges
Series 20-100 - Bronze - Standard Pattern w/o Glass, Rod

For all types of liquid level verification. Aluminum hand wheels.
EPDM gauge glass gaskets standard. Equpped with two brass
guard rods. Rated 125 psig @ 350°F for saturated steam; 300 psig
@ 100°F for water.
Compliances: CRN Registered.

No. Size In.

20-105-03 009167 1⁄2

CONBRACO INDUSTRIES/APOLLO
Water Gauges
Series 20-200 - Bronze - Heavy Pattern w/o Glass, Rod

Polished finish. Rated 200 psig @ 400°F for saturated steam; 400
psig @ 100°F for water.
Compliances: CRN Registered.

No. Size In.

20-207-03 009168 3⁄4

CONBRACO INDUSTRIES/APOLLO
Compression Tri-Gauge Cocks
Series 26-300 - Polished Brass

For draining expansion tanks and other liquid storage vessels.
Soft metal seat/stuffing box rated to 250 psig. Composition
wheel.

No. Size In.

26-305-28 009171 1⁄2
26-308-28 037606 3⁄4

MARSH BELLOFRAM®

Pressure Gauges
Series J - General Service

Accuracy, ±3/2/3% (±2% of range across middle half of
scale). Drawn steel case, pretreated for rust resistance.
Black enamel paint finish. Dual scale psi and kPa. 1⁄4″ NPT

bottom mount connection. Copper alloy tube soft soldered to phosphor
bronze socket. Brass sector and pinion with polycarbonate side plates.
Dial, black markings on white. For use with water, oil, air, gas, or other
noncorrosive media.
Compliances: ASME Grade B Compliant.

11⁄2″ DIAL PRESSURE GAUGES -1⁄8″ NPT CENTER-BACK CONNECTION

No. Conn. Pressure

J0652 034641 Center Back 0 - 160 psi

2″ DIAL PRESSURE GAUGES - 1⁄4″ NPT CONNECTION

No. Conn. Pressure

J1440 040650 Bottom Mount 0 - 15 psi
J1442 014253 Bottom Mount 0 - 30 psi

No. Conn. Pressure

J1446 014254 Bottom Mount 0 - 60 psi
J1448 014255 Bottom Mount 0 - 100 psi
J1452 014256 Bottom Mount 0 - 160 psi
J1454 034601 Bottom Mount 0 - 200 psi
J2046 034607 Center Back 0 - 60 psi
J2048 034608 Center Back 0 - 100 psi
J2052 034609 Center Back 0 - 160 psi

21⁄2″ DIAL PRESSURE GAUGES - 1⁄4″ NPT CONNECTION

No. Conn. Pressure

J4605 040658 Bottom Mount 30″Hg VAC - 0
J4640 014258 Bottom Mount 0 - 15 psi
J4642 014259 Bottom Mount 0 - 30 psi
J4646 014260 Bottom Mount 0 - 60 psi
J4648 014261 Bottom Mount 0 - 100 psi
J4652 014262 Bottom Mount 0 - 160 psi
J4654 014263 Bottom Mount 0 - 200 psi
J4658 014264 Bottom Mount 0 - 300 psi
J4672 040668 Bottom Mount 0 - 1000 psi
J5452 034643 Center Back 0 - 160 psi

31⁄2″ DIAL PRESSURE GAUGES - 1⁄4″ NPT CONNECTION

No. Conn. Pressure

J8040 014265 Bottom Mount 0 - 15 psi
J8042 014266 Bottom Mount 0 - 30 psi
J8046 014267 Bottom Mount 0 - 60 psi
J8048 014268 Bottom Mount 0 - 100 psi
J8052 014269 Bottom Mount 0 - 160 psi
J8054 014270 Bottom Mount 0 - 200 psi
J8058 014271 Bottom Mount 0 - 300 psi

41⁄2″ DIAL PRESSURE GAUGES - 1⁄4″ NPT CONNECTION

No. Conn. Pressure

J9005 040679 Bottom Mount 30″Hg VAC - 0
J9018 040680 Bottom Mount 30″Hg VAC - 150 psi
J9040 014272 Bottom Mount 0 - 15 psi
J9042 014273 Bottom Mount 0 - 30 psi
J9046 014274 Bottom Mount 0 - 60 psi
J9048 014275 Bottom Mount 0 - 100 psi
J9052 014276 Bottom Mount 0 - 160 psi
J9054 014277 Bottom Mount 0 - 200 psi
J9058 014278 Bottom Mount 0 - 300 psi

We are as close
as your

telephone,
fax,

computer!
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MARSH BELLOFRAM®

Pressure Gauges
Severe Service - Liquid Filled - 21⁄2″ Dial

Accuracy, ±3/2/3% (±2% of range across middle half of
scale). Rolled ring, hermetically sealed stainless steel case.
Dual scale psi and kPa dial. Polycarbonate plastic window.

Glycerin standard fill medium. Copper alloy tube and socket, stainless
steel helical tube for 1,000 psi and up. All brass sector and pinion
movement. Dial color, black markings on white. Standard pointer. 1⁄4″ NPT
connection. Vent plug with removable tip.
Compliances: ASME Grade B Compliant.

No. Conn. Pressure

J7624P 034616 Bottom Mount 30″ Hg VAC - 300 psi
J7642P 034645 Bottom Mount 0 - 30 psi
J7646P 034617 Bottom Mount 0 - 60 psi
J7648P 034647 Bottom Mount 0 - 100 psi
J7652P 034619 Bottom Mount 0 - 160 psi
J7654P 034648 Bottom Mount 0 - 200 psi
J7664P 034623 Bottom Mount 0 - 600 psi
J7672P (1) 034624 Bottom Mount 0 - 1,000 psi
J7676P (1) 034625 Bottom Mount 0 - 2,000 psi
J7678P (1) 034626 Bottom Mount 0 - 3,000 psi

(1) Include restrictor

MARSH BELLOFRAM®

Diaphragm Gauges
Series G - 21⁄2″ Dial

Drawn steel case phosphatized for rust resistance. Black
paint finish. 1⁄4″ NPT connection. Dual standard scale
psi/kPa. Phosphor bronze diaphragm soft-soldered to brass

socket. Brass sector and pinion with polycarbonate top and bottom plates.
Rubber vacuum cleaner plug. Anodized aluminum dial w/ black markings
on white background. Black aluminum with brass bushing pointer.
Twist-on Clearlok acrylic window. Standard restrictor, 0.013″.
Compliances: ASME/ANSI Grade A Compliant.

No. G24500. Accuracy, ±3/1/3% (±1% of range across middle half of scale,
±3% elsewhere).

Nos. G22704, G22705, G22687, G22709. Accuracy, ±2/1/2% (±1% of
range across middle half of scale, ±2% elsewhere).

No. Conn. Pressure

G24500 040648 Bottom Mount 0 - 15″ H2O
G22704 040645 Bottom Mount 0 - 30″ H2O
G22705 040646 Bottom Mount 0 - 60″ H2O
G22687 040644 Bottom Mount 0 - 100″ H2O
G22685 055517 Bottom Mount 0 - 3 psi
G22702 057194 Bottom Mount 0 - 5 psi
G24501 040649 Bottom Mount 0 - 30 Oz./In.2

G22709 040647 Bottom Mount 0 - 20 Oz./In.2 & 35″ H2O

The Columbia Pipe
catalog is your guide
to efficient buying.

MARSH BELLOFRAM®

Temperature Gauges
Series Y - Adjustable

31⁄2″ adjustable aluminum stem with 360°rotation. Can be locked in
any position thru 180° arc. Standard brass well. Red reading, mercury
filled magnifying lens indicating column. White coated aluminum
dual scale °F and °C. Black nylon molded, glass fiber reinforced case.
Heavy glass window. Accuracy, ±1% of scale range. Used for hot or
chilled water lines in commercial or industrial buildings.

No. Lgth. In. Temp. Range °F Temp. Range °C

Y1206 040691 9 30 - 240 0 - 115

STANDARD GAUGE GLASS

Description

009191 5/8X10
009192 5/8X12
044366 5/8X14
044367 5/8X16
009193 5/8X18
009194 5/8X24
009195 5/8X30
009196 5/8X36
009197 3/4X12

REDLINE GAUGE GLASS

Description

044369 5/8X10
044370 5/8X12
044371 5/8X14
044372 5/8X16
044373 5/8X24
044374 5/8X36
044375 3/4X12
044376 3/4X16

GAUGE GLASS RODS

Description

009198 12″
009199 14″
009200 18″
009201 24″
009202 30″
009203 36″
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FORCED AIR HEATING AND AIR CONDITIONING

DEAR CUSTOMER:

The Columbia Pipe HVAC division has served Northern Illinois for many years, offering HVAC products to both
the residential and commercial sectors. And our newest location in Milwaukee has given us more tools with
which to work and a second state in which to partner with our customers. We are proud of the reputation we
have earned in the communities we serve.

A successful organization has many components. We have excellent product lines from well-known, quality
manufacturers. But what really sets Columbia apart are our people and our value-added services. Heating
and cooling are vital to the health and safety of every community. That is why we will open our facilities,
any time, day or night, 24/7/365, to help resolve an emergency situation.

And with inventories well over two million dollars, that include parts and accessories, chances are we will
have what you need, when you need it. Our near 96% service level is further testimony to that statement.

Columbia Pipe has developed and perfected an interbranch transfer system, using our own vehicles and
personnel. So, if a product you want is stocked at another location, we can very often get it to you very early
the next day after order placement. It has been said ″nobody moves material like Columbia Pipe″.
Our telephone system enables us to have any of our HVAC people, at any location, with you on the tele-
phone. And we can conference up to 6 people. We literally could have your field person, your office, our
manufacturer and a couple of Columbia Pipe partners on the same call.

With our large fleet of company-owned trucks, we offer daily delivery to the communities we serve. And we
will make special runs for you.

Columbia Pipe also employs cellular phones, beepers, multiple phone lines, and voice mail to help you
stay-in-touch with our people.

Our Mincron computer system enables us to perform a variety of services for you, in virtually no-time:
System-wide stock check, previous order data, quotation followup and more.

But all these systems and all our fine products would mean little if we did not have skilled, dedicated, caring
people. And we do! Our staff is on board to provide the service you and your customers need! At Columbia
Pipe, we have faith in our people and have empowered them to make important decisions in a timely fash-
ion.

Our inside sales group is very experienced and knowledgeable. Call us. We will answer your questions, co-
ordinate deliveries, and take care of the myriad of problems that can and do occur.

We work as a team at Columbia Pipe. Our outside sales group will visit you, your job site, or your custom-
ers’ offices, and facilitate training, go over prints and whatever else it takes to get the job done for you.

Our three technical service advisors (TSA’s) are factory-trained not only to answer your questions but to
trouble-shoot problems as well.

We also are pleased to have a stamped engineer on staff, who will assist in engineering and laying out spe-
cific projects. Our HVAC Product Manager and Sales Manager make sure all the components of our
team − customers − manufacturers − Columbia Pipe − are in sync.

At Columbia HVAC, we are proud of our company, our people, and our products. And we would be proud
to have you as a customer partner.

Call us.

Sincerely,

David Blake
HVAC Manager
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MAJOR MANUFACTURERS

Choosing a Heil® home comfort prod-
uct means more than just selecting a
brand. It means selecting a product
backed with tremendous assets in de-
sign engineering, quality manufactur-
ing, and service support − and a
100-year tradition of excellence.

Heil heating and cooling products
are designed and built to deliver out-

standing energy efficiency, which can translate into big
savings on your utility bills. Heil puts each unit through
some of the industry’s toughest quality testing. And they
back their products with some of the most exceptional
warranties in the business. Heil’s commitment to superior
quality and product development means you can choose
Heil products with confidence − knowing they’ll perform
season after season, year after year.

At Columbia Pipe, we have invested in Heil inventories
consisting of equipment, accessories, and parts, so we
can help you furnish new construction projects and ser-
vice older units in need of a tune-up.

Go to www.heil-hvac.com for further information and
data on Columbia’s long-time mainstay for HVAC equip-
ment.

Modine Manufacturing Company has
been a worldwide leader in thermal man-
agement for nearly 90 years. They design,
engineer, test, and manufacture heat
transfer products for a wide range of ap-
plications and markets. Modine is at work
in practically every corner of the world.

Modine was founded in 1916 when
Arthur B. Modine patented the Spirex

radiator for tractors. Six years later, he invented the unit
heater.

Modine is continously moving foward with its vision of
global heat transfer technology leadership. This can be
seen in their $80 million commitment towards the con-
struction of two new technical centers − one in Racine,
Wisconsin, the other in Bonlanden, Germany, home of its
European Headquarters.

Please turn to Chapter 13, Hydronic Equipment, for de-
tails on our Modine product inventory.

A half-century ago, Ducane opened the doors of a metal fabrication business in Union City, New Jersey.
Through product innovation and dedication, that small family enterprise quickly grew into an international
leader in gas and oil furnace manufacturing.

In the 1960’s, the Ducane company relocated to its current 400,000 square foot facility to Blackville,
South Carolina. Now a part of the Lennox International family, Ducane continues its heritage of quality,
value and world-class service by offering a complete line of residential and light commercial heating
and air conditioning products.

Today, Ducane remains a leading manufacturer of residential and light commerical heating and air
conditioning products. The creativity and drive that shaped its history continue to shape its future.
Columbia Pipe is pleased to be a distributor of Ducane heating and cooling products.

HVAC If we don’t have it . . . we’ll find it.
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ZIPP-R air distribution products have
stood for product quality, innovation, and
customer satisfaction for over 50 years.
Through the years, innovative thinking
has ZIPP-R leading the way in new and
better products in the HVAC industry.

Gary Metal Mfg. LLC is committed
to investment in its people, facili-
ties and equipment to provide you
the best products, quality, and ser-
vice at the best prices available. As
Gary moves forward, its success is
dependent on your success. Gary
is committed to making your input
and opinions an integral part in its
process of improvement.

Columbia Pipe stocks a wide range
of Gary products at several of our
locations. And, to ensure we meet
your service needs, Columbia Pipe
receives shipments from Gary virtu-
ally weekly.

Ask your Columbia Pipe Account Manager for a tour of
Gary’s impressive, newly renovated manufacturing and
warehouse facility in Gary, Indiana, just south of Chi-
cago.

Call Columbia
for field help

troubleshooting
or help

specifying a job.
We offer
jobsite

assistance.

White-Rodgers is a market leader in the
design and production of temperature
regulation and gas flow/ignition con-
trols for the HVAC and Appliance indus-
tries. With more than 7,500 active part
numbers including integrated burner
control products, thermostats and elec-

tronic air cleaners, White-Rodgers sets the pace for the
industry. Comfort-Set®80 Series programmable thermo-
stats are recognized as the most popular digital thermostats
in the industry. White-Rodgers continues to introduce inno-
vative products that reinforce its position as a leader with
the Comfort-Set®90 Series Premium Thermostats, Comfort-
Set®80 Series Standard Thermostats and the Comfort-
Set®70 Series Economy Thermostats.

Temperature regulation and gas flow-ignition controls are
the key applications of White-Rodgers products. White-
Rodgers products can be found everywhere in homes,
offices, restaurants and factories.

Homeowners may recognize
White-Rodgers for the heating
and cooling thermostat on their
wall. White-Rodgers is well
known and a preferred choice
of OEM design engineers and
aftermarket contractors and installers. You can find White
Rodgers controls on gas furnaces, gas dryers and gas
water heaters, for residential and light commerical appli-
cations.

Ask your Columbia Pipe Account Manager about our di-
versified White-Rodgers inventory, or go to www.whit-
erodgers.com for detailed product information.
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RESIDENTIAL HVAC PRODUCT LINE CARD
ADP EVAPORATOR COILS & UNIT HEATERS
A.O. SMITH WATER HEATERS
AMTROL
BELL & GOSSETT
BROAN
BUDERUS BOILERS
COMFORT-AIRE
DIVERSITECH PRODUCTS
DOLE HYDRONIC ACCESSORIES
DUCANE AIR CONDITIONING & HEATING
DURO DYNE FASTENERS & DUCT ACCESSORIES
DUST FREE BIO-FIGHTER ULTRAVIOLET LIGHT SYSTEMS
DYNAMIC AIR FILTERS
EMPIRE COMFORT SYSTEMS
ENERGY RECOVERY VENTILATORS
EQUIGUARD EXTENDED WARRANTIES
EWC ULTRA-ZONE ZONING CONTROLS
FLEXI-LINER
GASTITE FLEXIBLE GAS PIPING
GARY METAL MFG. LLC
GENERAL FILTERS/HUMIDIFIERS
GRUNDFOS PUMPS
HEIL HEATING/AIR CONDITIONING & PACKAGE

PRODUCTS
ICP FAST PARTS
LENOX SAW BLADES & ACCESSORIES
LITTLE GIANT CONDENSATE PUMPS
LOCHINVAR BOILERS
MALCO TOOLS
MAXITROL REGULATORS
MODINE
MYSON
NU-CALGON COIL CLEANERS
PIPE, VALVES & FITTINGS
PUROLATOR FILTERS
RTI PEX PIPING SYSTEMS
SANYO DUCTLESS MINI-SPLITS
SIMPSON DURA-VENT
SKUTTLE DAMPERS
SPACE-PAK AIR CONDITIONING
TJERNLUND FANS
TRION AIR BEAR AIR FILTERS
WATTS REGULATOR
WEIL-MCCLAIN BOILERS & RADIATION
WHITE RODGERS

COMMERICAL HVAC PRODUCT LINE CARD
ADP EVAPORATOR COILS & UNIT HEATERS
A.O. SMITH WATER HEATERS
AIR TECHNOLOGY COMPUTER ROOM

AIR CONDITIONERS
AMANA PTAC UNITS
BELL & GOSSETT
BRASCH GAS DETECTION SYSTEMS
BREIDERT EXHAUST FANS & DESTRATIFICATION

PRODUCTS
BTU ELECTRIC DUCT HEATERS
CAPTIVE AIRE KITCHEN VENTILATION SYSTEMS
COMFORT AIRE ROOM AIR CONDITIONERS
DESERT AIRE POOL ROOM DEHUMIDIFICATION

SYSTEMS
DUST FREE BIO-FIGHTER ULTRAVIOLET LIGHT SYSTEMS
ENERGY RECOVERY VENTILATORS
FOREMOST SPIRAL DUCT
GARY METAL MFG. LLC
ICM CONTROLS HEAD PRESSURE CONTROLS
ICP COMMERCIAL 3 TO 20 TON ROOFTOP UNITS
J & J REGISTERS & GRILLES
LOCHINVAR BOILERS
KOLDWAVE PORTABLE AIR CONDITIONERS
MAGIC AIR CHILLED WATER, HOT WATER, DX

COILS & BLOWER COIL
MAPLECHASE THERMOSTATS
MARKEL ELECTRIC BASEBOARD
MARS AIR CURTAINS
MAXITROL REGULATORS
MCDONNELL MILLER
MODINE UNIT & DUCT HEATERS
NU-CALGON COIL CLEANERS
PORTALS PLUS ROOF PENETRATION FLASHINGS
PUROLATOR FILTERS
RE-VERBER-RAY
RTI PEX PIPING SYSTEMS
SAFE AIR FIRE DAMPERS
SANYO DUCTLESS MINI-SPLITS
SIMPSON DURA-VENT
SLANT FIN RADIATION
SPACE-PAK AIR CONDITIONING
TJERNLUND FANS
WATTS REGULATOR
WEIL-MCLAIN BOILERS & RADIATION
WHITE-RODGERS

HVAC If we don’t have it . . . we’ll find it.
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Phone: 773-927-6600

CHICAGO METRO
Chicago
Joliet
Aurora

Gurnee
Elgin

NW ILLINOIS
Rockford
Woodstock
Rock Falls

CENTRAL ILLINOIS
Peoria
Decatur

432




